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NOTES:

New IDF in Room 4
Install District owned and provided cabinet in

the N/W Corner of Room 4. Vendor to provide 
backing painted white or grey.

Vendor to install 24 port patch panel into
cabinet

Install, including terminate 17 new CAT6
cables between IDF and rooms 4‐7

Install or use existing raceway as needed

MDF to newly installed IDF
Verify existing copper between MDF and

newly built IDF, if re‐usable, terminate into 
patch panel

OPTIONAL FIBER
Provide pricing to run 6 strand MMF

62.5um new fiber from MDF to newly 
installed IDF

Vendor may identify and remove existing
copper feeding rooms 4‐7 between MDF 
and IDF, if needed for conduit space

MDF

New IDF Build

Christy Boxes from 
MDF to Rooms 4‐7 
and Woodshop
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NOTES:

New IDF in Room 4
Install District owned and provided cabinet

in the N/W Corner of Room 4. Vendor to 
provide backing painted white or grey.

Vendor to install 24 port patch panel into
cabinet

Install, including terminate, 17 new CAT6
cables between IDF and rooms 4‐7

All cable runs will have 2 data cables each
(Except BU‐C9)
General location noted in drawing,

final placement before work 
commences

Cables designated with W will be
terminated in the ceiling for wireless 
access (see figure)

All others will be terminated in a
vendor provided 1 gang low voltage 
box where needed

Install or use existing raceway as needed


